
VIP Media Wall Mounting Instructions

VIP Rail System
VIP Component Boards



VIP Rail Only Mounting Instructions
Top & Bottom

Monteringsvejledning • Fixing instructions • Montageanleitung

VIP Skinner
VIP Rails
VIP Schienen

ved bortskaffelse bør produktet, om muligt, opsplittes i materialefragtioner f.eks. pap, aluminium og jern til genbrug.  under alle omstændigheder kan produktet altid bortska�es gennem det 
etablerede kommunale a�aldssystem. der kan opstå fare ved ukorrekt montering. Montering må kun foretages af kvali�cerede personer. det er købers ansvar at anska�e nyt monteringssæt, hvis det 
vedlagte monteringssæt ikke passer til væggens/loftets beska�enhed. 

By removal, the products should - if possible - be splitted up into material sections, f.ex. cardboard, aluminium and iron for recycling.  in any circumstances the product is always removable through 
the established local collection and disposal of refuse. Warning of danger if incorrectly installed. installation is only to be carried out by a competent person.
Please check the suitability of the wall/ceiling and that the fastening devices will withstand the forces generated. 

Bei Fortscha�ung, das Produkt sollte - wenn möglich - in Materialegruppen, zB. Pappe, aluminium und eisen für r ecycling aufgesplittert sein.  unter allen umständen, kann das Produkt immer durch 
die etablierte, regionale Müllabfuhr fortgescha�t werden. Warnung vor gefahren bei nicht sachgemäßer Montage. die Montage darf nur von quali�zierten Personen vorgenommen werden. es muss 
untersucht und abgesichert werden, dass die Wände/decken bei anwendung beigefügter Montagesätze das gewicht der Produkte aushalten können. 

1 4 x 35 mm skrue
1 ophængsbeslag
1 6 mm universalplugs 

1 4 x 35 mm screws
1  �xing bracket
1      6  mm allround �xing uv

1    4 x 35 mm scrauben
1 Montierungsbeschlag
1 6 mm allrounddübel

   Pr.  monteringspunkt
   

  Per �xingspot Pro Montagepunkt

Beton, natursten, kalksandsten,
letklinkebeton, gasbeton, gips-
plader, hultegl og spånplader.

concrete, stone, sand-lime bricks, 
lightweight concrete, gas concrete, 
plasterboards, hollow tiles and 
chipboards.

Beton, naturstein, Kalksandstein, 
l eichtbeton, gasbeton, Platten aus 
gips, l ochziegeln und spann-
platten.

   universalplugs er velegnet til:   allround �xings uv suitable for: allrounddübel geeignet für:

ved montering på vægge af etlags 
gips skal anvendes specielle skruer og 
rawlplugs.
For single gypsum wallboard, special 
plugs and screws are required.
Für einlagige gipskartonplatten werden 
zur Montage spezial-gipskartondübel 
und - schrauben benötigt. 

3 mm

l ængde i cm antal beslag
l enght in cm number of �ttings
l änge in cm anzahl von Beschlägen

 200 6

 150 5

 120 4

 90 2 

130, 5 cm

Items included (per mount)
2 4.5 x 35mm screw
1 mounting bracket
2 6mm universal wall plugs

Universal wall plugs are suitable for mounting in 
concrete, stone, lightweight concrete, 

aerated concrete, hollow tiles and particle board.  

For mounting in single 
gypsum wallboard, 

special screws and plugs 
must be used.  

See notes on page 2 for more information.

(51.3”)  

length in 
cm(inches)

Total number of mounts
top and bottom

20
(10/top-10/bottom)up to 600 cm (236.5”)

up to 500 cm (197”) 16
(8/top-8/bottom)

up to 400 cm (157.5”) 12
(6/top-6/bottom)

up to 300 cm (118”) 10
(5/top-5/bottom)

8
(4/top-4/bottom)

6
(3/top-3/bottom)

4
(2/top-2/bottom)

up to 240 cm (94.5”)

up to 200 cm (79”)

up to 120 cm (47.5”)
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VIP Flexible Component Board Bracket Assembly Instructions

WARNING: Danger if improperly installed.  Installation must be done by a qualified professional. 

For disposal, the components should be divided by type of material if possible.  In any case, this product can be 
recycled at a community recycling center.  

MONTERINGSVEJLEDNING • FIXING INSTRUCTIONS • MONTAGEANLEITUNG

VIP Beslag 
VIP Bracket
VIP Beschlag

Ved bortskaffelse bør produktet, om muligt, opsplittes i materialefragtioner f.eks. pap, aluminium og jern til genbrug.  Under alle omstændigheder kan produktet altid bortskaffes gennem det etable-
rede kommunale affaldssystem. Der kan opstå fare ved ukorrekt montering. Montering må kun foretages af kvalificerede personer. Det er købers ansvar at anskaffe nyt monteringssæt, hvis det ved-
lagte monteringssæt ikke passer til væggens/loftets beskaffenhed.

By removal, the products should - if possible - be splitted up into material sections, f.ex. cardboard, aluminium and iron for recycling.  In any circumstances the product is always removable through
the established local collection and disposal of refuse. Warning of danger if incorrectly installed. Installation is only to be carried out by a competent person.
Please check the suitability of the wall/ceiling and that the fastening devices will withstand the forces generated.

Bei Fortschaffung, das Produkt sollte - wenn möglich - in Materialegruppen, zB. Pappe, Aluminium und Eisen für Recycling aufgesplittert sein.  Unter allen Umständen, kann das Produkt immer durch
die etablierte, regionale Müllabfuhr fortgeschafft werden. Warnung vor Gefahren bei nicht sachgemäßer Montage. Die Montage darf nur von qualifizierten Personen vorgenommen werden. Es muss
untersucht und abgesichert werden, dass die Wände/Decken bei Anwendung beigefügter Montagesätze das Gewicht der Produkte aushalten können.

AAnnttaall  bbeessllaagg  pprr..  ttaavvllee  :: NNuummbbeerrss  ooff  bbrraacckkeettss  ppeerr  bbooaarrdd:: AAnnzzaahhll  vvoonn  BBeesscchhllääggeenn  pprroo  TTaaffeell::

44  beslag, kort model
88  5 x 10 mm skruer
11  4 mm unbraconøgle

44  brackets, narrow
88  5 x 10 mm screws
11 4 mm  Allen wrench

44  Beschläge, Kurz
88 5 x 10 mm Schrauben
11  4 mm Inbus Schlüßel

eelllleerr  
44  beslag, lang model
88  5 x 20 mm skruer
11  4 mm unbraconøgle

oorr
44  brackets, wide
88  5 x 20 mm screws
11 4 mm  Allen wrench

ooddeerr
44  Beschläge, Lang
88 5 x 20 mm Schrauben
11  4 mm Inbus Schlüßel

Beton, natursten, kalksandsten,
letklinkebeton, gasbeton, gips-
plader, hultegl og spånplader.

Concrete, stone, sand-lime bricks,
lightweight concrete, gas concrete,
plasterboards, hollow tiles and
chipboards.

Beton, Naturstein, Kalksandstein,
Leichtbeton, Gasbeton, Platten aus
Gips, Lochziegeln und Spann-
platten.

UUnniivveerrssaallpplluuggss  eerr  vveelleeggnneett  ttiill:: AAllllrroouunndd  ffiixxiinnggss  UUVV  ssuuiittaabbllee  ffoorr:: AAllllrroouunnddddüübbeell  ggeeeeiiggnneett  ffüürr::

Items included (per board)

2   narrow top brackets (w/glide insert)
2   narrow bottom brackets (w/rollers)
8   5 x 10mm screws
1   4mm Allen wrench

2   wide top brackets (w/glide insert)
2   wide bottom brackets (w/rollers)
8   5 x 20mm screws
1   4mm Allen wrench

— or —

narrow wide
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WARNING: Danger if improperly installed.  Installation must be done by a qualified professional.  Check the 
suitability of the wall and ceiling, and make sure that the fastening devices will withstand the loads.  

For disposal, the components should be divided by type of material if possible.  In any case, this product can be 
recycled at a community recycling center.  

Notes on Installation:
 • Shims may be needed if the wall is not plumb and straight.
 • Rubber bumpers may be needed behind boards to eliminate rattles or movement
   vibrations.
 • Brackets must align with each other.
 • Always screw into studs whenever possible.
 • Outside screws on the bottom brackets should be within one inch (1”) of each
   bracket end.

Hanging Components:
 • Check to make sure the track is clear of sheetrock dust and any other debris.
 • If there is still a squeak, vibration or noise in the rail as the components slide,
   lubrication may be needed such as WD40, Vaseline or some other clean grease.
 • Check to make sure when the brackets are installed, that the white pegs are at the top,  
   outer corners and the wheels are at the bottom outer corners of the board.
 • Check to make sure the top pegs are in the same track.  Long pegs fit in the rear track
   closest to the wall.  Short pegs fit in the front track.
 • If two component boards contact each other and will not pass smoothly, 
   check the height of both boards and try putting the long brackets on the tallest
   board to allow the shorter board to pass freely.
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